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Facility General Information

Section 1:  Facility Identifactio

a.)  County Code: 011 b.)  Plant ID: 00037

c.)  Facility Name: HENDRICKSON TRAILER SUSPENSION SYSTEMS  

a.)  Source Address: 180 MOUNT ZION ROAD           

b.)  Source City and Zip Code: LEBANON,   46052    

Corporate Name: HENDRICKSON INTERNATIONAL               

Mailing Address:                               

Mailing City, State, Zip Code: ,                

Section 3:  Mailing Address:

UTM Vertical: 4438.9 UTM Horizontal: 518.5

Section 4:  Source Location

Latitude: 400607 Longitude: 864659

Section 5:  Industrial Classificatio

Primary NAICS Code: 33633 

Primary SIC Code: 3714

Section 6:  Contact Informatio

Emissions Contact Official and Title:JON BLACKBURN, ENGINEERING MG

Emissions Contact Phone Number: (765) 483-5350

Emissions Contact Fax Number: (765) 482-2928

Emissions Contact E-Mail Address: fhezoucky@hendrickson-intl.com

Year of Inventory: 2002

Date Updated

Signature:

Section 2:  Physical Address:

General facility information to review and update (please use red or blue ink to update).

Motor Vehicle Steering and Suspension Components (except 

.   Brake and Brake Systems, Including Assemblies

a.)

b.)

c.)

b.)

a.)

a.)

b.)

a.)

b.)

c.)

d.)

e.)
f.)

g.)
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Stack Parameters

a.) b.) c.) d.) e.) f.) g.) h.)

Stack Information to Review and Update (please use red or blue ink to update).  Use a blank form to add 
stacks.

Section 7:  Stack Information

ID # Description Height
(ft)

Diameter
(ft)

Flow
(acfm)

Temp
(f)

UTM 
Vertical or 

Latitude

UTM 
Horizontal 

or 
1 BOOTH #1 (SUSPENSION)    42 2.83 14200 68 400607 864659

2 BOOTH #2 (SLIDERS)       42 3.5 10000 68 400607 864659

Abatement Equipment Information
Abatement equipment information to review and update (please use red or blue ink to update).  
Use a blank form to add abatement equipment.

Section 8:  Abatement Equipment

1 058 MAT OR PANEL FILTER - 1  , 3            
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
78933    METHYL ETHYL KETONE 0.001
67561    METHANOL 0.001
1330207  XYLENE (MIXED ISOMERS) 0.001
111466   BIS(2-HYDROXYETHYL) ETHER 0.001
108883   TOLUENE 0.001
108101   METHYL ISOBUTYL KETONE 0.001
100414   ETHYL BENZENE 0.001

2 058 MAT OR PANEL FILTER - 1  , 2            
a.)  Abatement ID b.)  Equipment Code c.)  Abatement Equipment Description

d.)  Pollutant Pollutant Description e.)  Abatement Efficiency
67561    METHANOL 0.001
78933    METHYL ETHYL KETONE 0.001
1330207  XYLENE (MIXED ISOMERS) 0.001
111466   BIS(2-HYDROXYETHYL) ETHER 0.001
108883   TOLUENE 0.001
108101   METHYL ISOBUTYL KETONE 0.001
100414   ETHYL BENZENE 0.001

Group/Process/Emissions Information
Please complete information for Groups, Processes and Emissions (please use red or blue ink to 
update). All highlighted items must be completed.  Use a blank form to add groups, processes, and 
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a.)  Group Number: 001 b.)  Description: COATING OPERATION        
c.)  Hours/Day: d.)  Days/Week: f.)  Hours/Year:

 g.) 1st Qtr (%): h.)  2nd Qtr (%):   j.)  4th Qtr (%): i.)  3rd Qtr (%):

 Operating Schedule: e.)  Weeks/Year:

Quarterly Operating Schedule (Must equal 100%)

Section 9:  Group Information

Section 10.  Process Information
a.)  Process Number: 1 b.)  Description: UNDERCOAT APPLICATION    

c.)  Source Classification Code (SCC): 40299999 d.)  Units: Tons Coating                            

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 33.45   

k.)  Abatement Equipment Order  l.)  Abatement Equipment ID m.)  Capture Efficiency:

Section 10.  Process Information
a.)  Process Number: 2 b.)  Description: BOOTH #1 (SUSPENSIONS)   

c.)  Source Classification Code (SCC): 40299999 d.)  Units: Tons Coating                            

e.)  Stack Number: 1 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 33.5    

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 2 m.)  Capture Efficiency: 1

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

ETHYL BENZENE 3100414   0
METHYL ISOBUTYL KETONE 3108101   0
TOLUENE 3108883   0
BIS(2-HYDROXYETHYL) ETHER 3111466   0
XYLENE (MIXED ISOMERS) 31330207  0
METHANOL 367561    0
METHYL ETHYL KETONE 378933    0
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Section 10.  Process Information
a.)  Process Number: 3 b.)  Description: BOOTH #2(SLIDERS)        

c.)  Source Classification Code (SCC): 40299999 d.)  Units: Tons Coating                            

e.)  Stack Number: 2 f.)   Process Rate (throughput):

g.)  Ash Content(%): h.)  Sulfur Content(%): i.)  Heat Ratio:

j.)  Maximum Operation Rate (Units/Hour): 20      

k.)  Abatement Equipment Order 1  l.)  Abatement Equipment ID 1 m.)  Capture Efficiency: 1

Section 11:  Emissions Information

 b.) c.) e.)a.) d.)
Pollutant Description Estimatio

n Method
Emission
 Factor

Emissions
(tons)

Pollutant Overall 
Controll 
Efficiency

ETHYL BENZENE 3100414   0
METHYL ISOBUTYL KETONE 3108101   0
TOLUENE 3108883   0
BIS(2-HYDROXYETHYL) ETHER 3111466   0
XYLENE (MIXED ISOMERS) 31330207  0
METHANOL 367561    0
METHYL ETHYL KETONE 378933    0


